
LEGACY ANALOG INTERCONNECTS

PBJ
I N V I T E  A C C U R A C Y
The Kimber Kable classic interconnect. In continuous production since 1990 and still going 
strong. PBJ has the ability to pop a central performer out in front of the band a little bit 
more. Holographic imaging with solid, tangible life size performers. An exciting sound with-
out getting too boisterous. 

	 3 wire braid	 Low loss FEP dielectric		

	 VariStrand™ copper
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PBJ

ELECTRICAL SPECIFICATIONS
	 DUT: Silver Streak 1m terminated with Ultraplate RCA type connectors

	 (Cp) parallel capacitance:	 55.0 pF

	 (Ls) series inductance:	 0.77 µH

	 (Rdc) dc loop resistance:	 0.053 Ω 

	 DUT: Silver Streak 1m terminated with XLR type connectors

	 (Cp) parallel capacitance:	 45.7 pF 

	 (Ls) series inductance:	 1.01 µH 

	 (Rdc) dc loop resistance:	 0.0836 Ω 

0.2125”
(5.9375mm)

RECOMMENDED CONNECTOR OPTIONS:

XLR type WBT-0102 CU WBT-0114 ULTRAPLATE

ANALOG INTERCONNECTS

LEGACY

	 3 wire braid

	 VariStrand™ copper conductors

	 Nitrogen assisted 
	 hand soldered termination

	 Low loss fluorocarbon dielectric


