
POWER CABLES

PK10

B R I N G  P O W E R
Better connectors are the lever that push Ascent power cables to the next performance 
plateau. PK10’s 10 AWG (5.26mm2) pure copper conductors exceed even the most robust 
30amp residential outlet rating. Current delivery is only part of the equation. We also 
utilize neutral colored, virgin dielectric materials to ensure and maintain conductor purity. 
Great materials coupled with Wattgate evolution Audio Grade series connectors combine to 
deliver a more robust and more reliable power cord for high demand loads like amplifiers and 
televisions. You’ll see and hear more with this simple upgrade.

 	 3 wire twist	 PE dielectric

	 Copper: 3 x 10 AWG (5.26mm2)
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0.625”
(15.88mm)

POWER CABLESPK10

PK14 PK10

SOURCE
COMPONENTS

0-200W

AMPLIFIERS
200W+

ELECTRICAL SPECIFICATIONS
	 Gauge size:	 3 x 10 awg

RECOMMENDED CONNECTOR OPTIONS:
	 Also available with Rhodium(RH) plating.

Chroma free 
dielectric 

Stranded copper
(3x10awg)

Highly flexible 
polymer matrix

UL rated outer jacket

Durable Braided sleeving

	 WattGate gold evolution
	 AUDIO GRADE connectors

WATTGATE 3 LAYER PLATING PROCESS

	 1. Oxygen free copper plating

	 2. Electroless nickel plating

	 3. 24k gold plating

	 IEC CONTACT BLADE
	 note: illustration not to scale

WG 330 AU EVO WG 350 AU EVO WG 390 AU EVO

IEC SCHUKOUS PLUG


