
ANALOG INTERCONNECTS

SILVER 
STREAK

I N V I T E  A C C U R A C Y
Our first copper / silver hybrid cable the builds on the performance of all the preceding 
models. Two strands TCSS copper and one strand AGSS silver provide smooth, rich, wide 
open sound with  dynamic range and pacing way beyond the asking price.  A true audiophile 
bargain that can satisfy even the most demanding music lover. Silver Streak is the where all 
the Kimber superlatives come together.

	 3 wire braid	 Low loss FEP dielectric		

	 VariStrand™ copper & silver
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SILVER 
STREAK

ELECTRICAL SPECIFICATIONS
	 DUT: Silver Streak 1m terminated with WBT-0114 RCA type connectors

	 (Cp) parallel capacitance:	 ? pF

	 (Ls) series inductance:	 ? µH

	 (Rdc) dc loop resistance:	 ? Ω 

	 DUT: Silver Streak 1m terminated with XLR type connectors

	 (Cp) parallel capacitance:	 37.10 pF 

	 (Ls) series inductance:	 1.07 µH 

	 (Rdc) dc loop resistance:	 0.105 Ω 

0.2125”
(5.9375mm)

RECOMMENDED CONNECTOR OPTIONS:

XLR type WBT-0102 CU WBT-0114 ULTRAPLATE

ANALOG INTERCONNECTS

	 3 wire braid

	 VariStrand™ copper/silver conductors

	 Nitrogen assisted 
	 hand soldered termination

	 Low loss fluorocarbon dielectric


